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Atinia
Street lighting

The sheer elegance of the Atinia

luminaire-post immediately draws  

the eye. Then one notices the ease 

with which it appropriates the  

surrounding space. Svelt and flowing, 

it blends naturally into any  urban 

context, offering high-performance 

lighting to passers-by, whether in a 

hurry and others in a more 

contemplative mood. Discreet or  

appealing - with flowing design lines 

embedded on the luminaire, it 

remains in total harmony  with its 

surroundings.

Alone or as a pair, at low or high 

levels, regardless of the type of fixture 

or lumen output, Atinia meets all 

possible design aesthetic 

requirements!
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Atinia

Highlights
•Fixture 100% in injected cast

aluminium

•Total IP 66 luminaire

•Tool-free maintenance

•Great technic and esthetical flexibility

•Adaptable to all types of fittings:

knuckle joint,  top mount, side mount,

hanging mount and  supported mount

•Ledcolor system to choose from

•Very low light pollution

•Environment friendly materials

•IP 68 Event
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Technical characteristics
Material:
Fixture: Injected cast aluminum
aluminum Protection: Tempered glass

Protection Shape

Standard: Flat glass

Protection Finish

Standard : Transparent

Optical:
Type: I, II, III, IV, V

Maximum Power:

Atinia 6480: 48 LED at 700 mA 
Atinia 6600: 48 LED at 700mA

Mounting:
Side mount: Ø60

Top mounted: Ø60 (For 6480, refer to the DO 

Atinia luminaire)

Top Hanging (AtiniaE Only): 1” BSPT male 
(female on request)

Depth of insertion: 

Atinia 6480: 80 mm 

Atinia E6600 : 100 mm

Color Options: 
Standard colors (White, Silver Bronze and 
Black), All RAL colors available upon request. 

Street lighting

EVO2 Module:

http://www.ragni.com/
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Available in LED 

dedicated version

Tool-free 

opening hook

Decorative groove 

for receiving  

Ledcolor

The range DO, RE, MI, 

FA as well  as 

BRATINIA, ALYRIA and 

ATILEA complete the 

offer ATINIA within  

the framework of a 

global project  and a 

aesthetic 

harmonization.

Atinia
Street Lighting 

Electric class
I andII

Options
IK 10 on request  

Disconnects upon opening

Version

6480

H

D

Do

Alyria

Ré

Atilea

Mi

Bratinia

Fa

Atinia

6480

Atinia

6600

Weight (lb) 14.3 16.5

(kg) 6.5 7.5

EPA (ft2) 0.431 0.753

SCx (m2) 0.04 0.07

Protection Index

Optical Unit IP 66

Electrical Housing IP 66

Shock resistance IK 08

D H D H D H D H

Dimensions (in) 18.9 5.9 23.6 6.5 23.6 6.5 27.6 7.28

Dimensions (mm) 480 150 600 165 600 165 700 185
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Atinia

Power and luminous intensity

350 mA 500 mA 700 mA3000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 9321.4 1988 10228.2 2867 10136 3636
32 11634.4 3976 11848.8 5734 10668.9 7271
48 11751 5964 11872.6 8601 107102.3 10907

350 mA 500 mA 700 mA4000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 10021.4 2147 11028.2 3097 10936 3932
32 12534.4 4294 12748.8 6193 11468.9 7863
48 12651 6441 12872.6 9290 115102.3 11795

Pt (W) = Total power consumption including driver  

consumption Φ Nominal flux (lm)
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Ordering Information

Model Size
#

LED
CCT (K)

Drive Current
(mA) Dist

Line
Mounting

Color

Voltage Fixture

ATN

6480 16 3 – (3000) 35 – (350 mA)
T2

1-(120-277) TP – (Top Mounted) BLK – (Black)
6600 32 4 – (4000) 50 – (500 mA) 3-(347-480) LT – (Lateral) BRZ – (Bronze)

48 70 – (700 mA) T3 SLV – (Silver)
Custom WHT – (White)T4

(RAL #)T5

Custom orders available upon request

T1



Atinia
Avant-garde lighting

www.ragni-lighting.com

Photometric distributions

Asymmetrical road lighting

Circular distribution Symmetrical distribution Pedestrian crossing

Type III Short / ASY01

Main and secondary  
roads, high visual 
comfort and almost  
zero glare (very
low Tl). 

Type II / ASY02

Normal to wide roads  
with adjacent channels  
(pavements, cycle 
paths...),  wide spacing 
between light  points.

Narrow lanes, 
area to be lit 
targeted

Type II Short / ASY03

Atmospheric lighting of 
squares, car  parks, town 
centres,  pedestrian areas, 
parks and gardens.  
Central facility.

Type VS / CIR01

Atmospheric lighting of 
squares, car parks, town  
centres, pedestrian areas, 
etc.  Axial installations (on 
median strips, on catenary 
systems,  between 
pavement and  bicycle 
path).

Type III / PC 01Type VS  Symmetric / SYM01
Completes 
lighting on 
protected 
crossings.
.
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Suggestions for ensembles
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A -Curvi500 B - Iro700 C - Unia700 D - Unia 700

Atinia
Suggestions for ensembles

A -Wall 
mounting

B - Java 800 D- Java 800 E - Java800C - Java 600
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A - Wall 
mounting

B - Kima800 C - Kima 800 D - Kima 600 E - Kima800

A - Java800 C - Java 600B - Java800 D - Java 800

Atinia
Suggestions for ensembles 
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B - Java 800 C - Java 800 D- Java 800

B - Jima600 C - Kima 800 D - Kima 800 E - Kima800

Atinia
Suggestions for ensembles
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