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What if light resembled itself like a 
melody ...
That’s the challenge taken up by Do Ré 
Mi Fa products which take their place in
a setting with extraordinary subtlety and 
discretion. The Do Re Mi Fa range of 
luminaires utilizes all the technical 
characteristics of its base, Atinia and 
Oritram, to provide high-performance 
lighting even at lower levels. In taller 
installations, it is even more discreet. 
This esthetic and technical configuration 
meets the requirements of all kinds of 
lighting projects.

Do Ré Mi Fa products are ideal 
accomplices when the aim is to enhance

residential areas, parks and gardens. 
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Do Ré Mi Fa

Highlights
•Tasteful modern design
•Discreet integration into the environment
•Simple, harmonious installation on top of a pole
•Product that can be replaced immediately
•(Electrical connections can be retained without additional

mounting accessories – (eg. replacement of diffusion 
globes)

•Installation possible at different heights thanks to
“miniaturized” design and high-performance lighting

•IP68
•Double IP66
•Maintenance is completely tool-free

Technical characteristics
Materials
• Luminaire: Injected cast aluminium

• Arm: Castaluminium

• Protection: Tempered glass

Protection Shape
• Standard :Flat

Finish Protection
• Standard

Transparent

Optical
• EVO 2

Maximum Power
• 48 LED at 700 mA

Mounting
• Top mounted: Ø60

• Depth of insertion: 100 mm

Color Options
• Standard colors (White, Silver, Bronze and

Black)
• All RAL colors are available upon request
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Opening door security Double hingeDouble IP66

Atinia 6480
Urban Abiance

Electric class
1 or 2

Options
IK10 on request

Disconnet upon opening

ATINIA  
6480

ORITRAM  
6480

H

H

D

D

Atinia 6480

Weight (lb) 14.33

EPA (ft2) 0.431

Protection Index 

Optical Unit IP 66

Electrical housing
IP 66

Shock Resistance 
IK 08

D H

Dimensions (in) 18.9 5.91
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DO Bracket

Luminaire: Atinia 6480 
Tilt : 5°

Material: Cast Aluminum

1 Light 2 Light

Weight (lbs) 16.1 19.8

EPA (ft2) 0.54 1.08

L H L H

Dimensions (in) 22.44 5.51 41.73 5.51

Mounting:
Top Mounted Ø 2.36”

(or Ø2.99” Pole with Ø60 Reducer)

Depth of Insertion 3.94” 

RE Bracket

Luminaire: Atinia 6480 
Tilt 5°

Material: Cast Aluminum

1 Light 2 Light

Weight (lbs) 34.2 47.6

EPA (ft2) 0.86 1.40

L H L H

Dimensions (in) 22.83 30.71 42.52 30.71

Mounting:
Top Mounted Ø 2.36”

(or Ø2.99” Pole with Ø60 Reducer)

Depth of Insertion 3.94” 
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Dimensions (in)

Single

Double

L H

29.13 27.95 

L H

55.12 27.95 

Mi Bracket

Luminaire: Atinia 6480 

Tilt : 5°

Material: Cast Aluminum

1 Light 2 Light

Weight (lbs) 33.29 52.25

EPA (ft2) 0.861 1.40

L H L H h

Dimensions (in) 26.77 31.5 46.06 31.5 19.29

Mounting:
Top Mounted Ø 2.36”

(or Ø2.99” Pole with Ø60 Reducer)

Depth of Insertion 3.94” 

Fa Bracket

Luminaire: Atinia 6480

Tilt 5°

Material: Cast Aluminum

1 Light 2 Light

Weight (lbs) 29.32 52.25

EPA (ft2) 0.861 1.507

L H L H

Dimensions (in) 29.13 27.95 55.12 27.95

Mounting

Top Mounted Ø 2.36”
(or Ø2.99” Pole with Ø60 Reducer)

Depth of Insertion 3.94” 
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Power and luminous intensity
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Ordering Information 

t

Model Mounting
#

Fixtures

#

LED
CCT (K) Drive Current Distribution

Line Color

Voltage Fixture

ATN
DO 1 16 3 – (3000) 35 – (350) 1- (120-277) BLK – (Black)
RE 2 32 4 – (4000) 50 – (500) 3- (347-480) BRZ – (Bronze)
MI 48 70 – (700) SLV – (Silver)
FA WHT – (White)

(RAL #)
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Do Ré Mi Fa

350 mA 500 mA 700 mA3000K

Number of LEDs

16
32
48

350 mA 500 mA 700 mA4000K

Number of LEDs

16
32
48

Pt (W) = Total power consumption including driver  consumption 
 Φ Nominal flux (lm)

C- (Custom)

P
t
  (W) Φ (lm) (lm/W) P

t
  (W) Φ (lm) (lm/W) P

t
  (W) Φ (lm) (lm/W)

21.4 1988 93 28.2 2867 102 36 3636 101

34.4 3976 116 48.8 5734 118 68.9 7271 106

51 5964 117 72.6 8601 118 102.3 10907 107

P
t
  (W) Φ (lm) (lm/W) P

t
  (W) Φ (lm) (lm/W) P

t
  (W) Φ (lm) (lm/W)

21.4 2147 100 28.2 3097 110 36 3932 109

34.4 4294 125 48.8 6193 127 68.9 7863 114

51 6441 126 72.6 9290 128 102.3 11795 115

T1
T2
T3
T4
T5
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Do Ré Mi Fa

Photometric distributions

Asymmetrical road lighting 

Circular distribution Symmetrical distribution Pedestrian crossing 

Type III 

Main and secondary  roads, high 
visual comfort and almost  zero 
glare (very
low Tl). 

Type II 

Normal to wide roads  with 
adjacent channels  (pavements, 
cycle paths...),  wide spacing 
between light  points. Narrow lanes, area to 

be lit targeted

Type II 

Atmospheric lighting of squares, 
parking lots, town centers,  
pedestrian areas, parks and 
gardens.  Central facility.

Type VS 

Atmospheric lighting of squares, car 
parks, town  centres, pedestrian areas, 
etc.  Axial installations (on median 
strips, on catenary systems,  between 
pavement and  bicycle path).

Type III Type VS  Symmetric 

Completes lighting on 
protected crossings.
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