
Shock resistance (Body IK 10

Protection index (Optical unit)  IP 66 

Materials:

Luminaire Luminaire entirely made of injected cast aluminium

ELECTRICAL CHARACTERISTICS LIGHTING DISTRIBUTIONS

TECHNICAL CHARACTERISTICS

Urban Ambiance - RESIDENTIAL

Type I

Type V 

• Power currents: up to 700 mA

• Electrical class: class II

• External driver: non-integrated in the luminaire

• Varistor (protection against hight voltages)

•  Optional lighting management systems: automatic time-related

lowering of intensity with up to 5 levels, presence detection

constant flux, graduation by means of voltage variation

1-10V or DALI control.
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Picture Type #LEDs
Petal

Group 1
Petal

Group 2

SM 24 S3 XX

SM 12 S3 S0

SH 12 S3 XX

MX 36 L6 S3

MX 24 L6 S0

MX 24 L3 S3

MX 12 L0 S3

Picture Type #LEDs
Petal

Group 1
Petal

Group 2

LG 48 L6 XX

LG 36 L6 L3

LG 24 L6 L0

LG 24 L3 XX

LG 12 L3 L0

LG 24 L6 XX

LG 12 L3 XX

ORDER NUMBER - STANDARD DESIGN

For addityional designs: please call our office 720-370-0400 Margo is a luminaire which fits all kinds of lighting projects thanks to its high level of modularity.

Margo

MINI 4P

180° 12 

LED

Margo

MINI 4P

360° 12 

LED

Margo

MINI 8P

360° 24 

LED

Margo

MEGA 4P

180° 24 

LED

Margo

MEGA 4P

360° 24 

LED

Margo

MEGA 8P

360° 24 

LED

Margo

MEGA 8P

360° 48 

LED

Margo

MIX 5P

225° 24 

LED

Margo

MIX 8P

360° 36 

LED

Weight (lbs) 13.2 13.2 22.0 19.8 19.8 24.3 30.9 22.0 26.5

EPA (ft2) 0.323 0.646

Top mounted

Margo

MINI 4P

180° 12 

LED

Margo

MINI 4P

360° 12 

LED

Margo

MINI 8P

360° 24 

LED

Margo

MEGA 4P

180° 24 

LED

Margo

MEGA 4P

360° 24 

LED

Margo

MEGA 8P

360° 24 

LED

Margo

MEGA 8P

360° 48 

LED

Margo

MIX 5P

225° 24 

LED

Margo

MIX 8P

360° 36 

LED

Weight (lbs) 13.2 13.2 22.0 19.8 19.8 24.3 30.9 22.0 26.5

EPA (ft2) 0.323 0.646

Suspended

Margo

MINI 1P

3 LED

Margo

MINI 4P

180° 12 

LED

Margo

MINI 4P

180° 12 

LED

Margo

MEGA 1P

6 LED

Margo

MEGA 4P

180° 12 

LED

Margo

MEGA 4P

180° 24 

LED

Weight (lbs) 2.2 13.2 22.0 6.6 19.8 30.9

EPA (ft2) 0.215 0.323 0.646

Wall-mounted or
against a pole

TECHNICAL CHARACTERISTICS

Fixture Mounting CCT Input 
Voltage

Drive
Current Type # LED Petal

Group 1
Petal

Group 2
Color

Top Bottom Mount

MAR

TP -   (Top Mount) 3 - (3500K) 1 - (120-277) 17- (175mA) Lg - (Mega) 12 S0 S0 BLK - (Black)

SUS - (Suspend) 4 - (4500K) 3 - (347-480) 35 - (350mA) Sm - (Mini) 24 S3 S3 BRZ - (Bronze)

W - (Wall)  50 - (500mA) Mx - (Mini) 36 L0 L0 SLV - (Silver)

70 - (700mA)  Lh - ( 1/2 Mega) 48 L3 L3 WHT - (White)

 Sh- (1/2 Mini) L6 L6 RAL # RAL # RAL #

XX
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C u s t o m  a p p l i c a t i o n s  a r e  a v a i l a b l e  -  p l e a s e  r e q u e s t  o r d e r  s h e e t .

BLK - (Black)

BRZ - (Bronze)

SLV - (Silver)

WHT - (White)

BLK - (Black)

BRZ - (Bronze)

SLV - (Silver)

WHT - (White)

Bill Provencher
Highlight



DIMENSIONS (in)

MARGO TOP MOUNTED

MARGO SUSPENDED

MARGO WALL-MOUNTED OR AGAINST A POLE

A

A

A

We selected the LEDs  among the best on the market for their quality and

efficiency. The 3 LED module has been developed during the Margo’s design phase specially to be compatible with it.

3 LED MODULE

• LED manufacturer: NICHIA
• LED life cycle: 80 000 hours at 70% @ 700 mA
•  Color temperature: 3500K or 4500K

(other color temperatures on request)

•  Development by VS Lighting Solutions (PANASONIC group)
• CRI above 75
• Protection index: IP 66
• Thermally self-managed module

A  B 

Mini Margo  19.7 7.3
Mega Margo 27.5 7.3
Mix Margo 27.5 7.3

A  B  C*

Mini Margo 19.7 7.7 2.75
Mega Margo 27.5 7.7 2.75
Mix Margo 27.5 7.7 2.75

Mini

Mini

Mix
Ø2.36 Ø2.36

* Depth of insertion

Mini 1P Mini 4P 

+ Mega 4P fixing block

Mini 4P

*Center to center
**Cable pass

A B C* D**

Margo Mini 1P / Mini Margo 1P 6.5 4.9 3.75 1.1
Margo Mini 4P / Mini Margo 4P 19.7 6.0 4.9 2.1
Margo Mini 4P + cache / Mini Margo 4P + cover 19.7 7.2 4.9 2.1
Margo Mega 4P / Mega Margo 4P 27.5 6.0 4.9 2.1

Mega 4P

A
A A A

B B B BC C

D D

Mini 4P + driver cover

C C
B

B

A

Mega
Ø2.36

C
B

A

Mega

B

B

Pt (W) = Total power consumption including driver consumption • Φ Nominal flux (lm) • Luminous efficiency (lm/W)

POWER AND LUMINOUS INTENSITIES - LUMINAIRE OUTPUT DATA 

Number
of LED

P
t
 (W) Φ (lm) (lm/W) P

t
 (W) Φ (lm) (lm/W) P

t
 (W) Φ (lm) (lm/W) P

t
 (W) Φ (lm) (lm/W)

3 2 160 80.00 4 320 80.00 6 420 70.00 8 560 70.00

6 4 320 80.00 8 640 80.00 11 840 76.36 16 1120 70.00

12 7 640 91.43 15 1280 85.33 21 1680 80.00 30 2240 74.67

24 14 1280 91.43 29 2560 88.28 41 3360 81.95 57 4480 78.60

36 21 1920 91.43 43 3840 89.30 61 5040 82.62 86 6720 78.14

48 29 2560 88.28 57 5120 89.82 82 6720 81.95 114 8960 78.60

175 mA 350 mA 500 mA 700 mA
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Color examples

RAL 7011
RAL 9010

RAL 6004
RAL 9010 RAL 1015

RAL 3001

RAL 8017
RAL 8015

RAL 1001
RAL 1011

RAL 1015
RAL 3015 RAL 9010

RAL 6033

RAL 7024
RAL 7015

RAL 7036
RAL 9010

SANAGA 2525
RAL 9010 RAL 6016

RAL 7022
RAL 7035
RAL 7016

1016 / 2003

RAL 1034
RAL 9010

7047

RAL

4006 / 4003
6018 / 9005
5012 / 9002

RAL 9005

RAL 9005
RAL 9010

RAL 6025
RAL 6028

RAL 9010
RAL 7015 RAL 7036

RAL 7015
RAL 3014
RAL 7036

RAL 5014
RAL 5004

RAL 9010
RAL 7036 RAL 9010

RAL 6004 Sanded 
Grey 2900

RAL 7045
RAL 9010

RAL 6004

RAL 8014
RAL 8002

RAL 7012

RAL 9010
RAL 7011

The Margo comes in a wide array of colors, allowing real personalisation of the product.

•  Multi-colored version: Different colors can be chosen independently for the various parts of the lamp:

- the base and lid,

- the contour and top side of the petals,

- the bottom of the petals.

APPEARANCE
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G - Mega MARGO

ATALA brackets - cc 600 

EXAMPLES OF ENSEMBLES

Margo
Top mounted

F - Mini MARGO

Epicea brackets - cc 500

B - Mini MARGO

Tubular 400 

A - Mega MARGO

cc 350

E - Mega MARGO

Double curve 400

C - Mix MARGO

Harmo 400

D - Mix MARGO

cc 400
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EXAMPLES OF ENSEMBLES

Margo
Against a pole 
or wall-mounted 

E - Mini MARGO

cc 500

G - Mega MARGO

cc 600 

F - Mega MARGO

Curved pole 600

C - Mega MARGO

cc 400

D - Mega MARGO

cc 500

B - Mega & Mini MARGO

Double curve 400

A - Mega MARGO

Wall mounted
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EXAMPLES OF ENSEMBLES

Margo
Suspended

A - Mini MARGO

Curved pole 400

C - Mini MARGO

St Andre bracket

cc 450

G - Mega MARGO

Curved poles 400 & 600

B - Mega MARGO

Elina bracket

cc 400

H - Mega MARGO

Curved poles 800 x6

Mega MARGO

Curved poles 500 x3

E - Mix MARGO

Curved pole 500

Elina bracket
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Margo & urban furniture range 
design by Mauro Belli

• Any top-mounted Margo.
• One or more intertwined pole(s) (different heights and curves).
•  Possibility of combining the ensemble with urban furniture of the flowerpot or bench type.
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