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Highlights
• Interchangeable with existing product to eliminate globes and provide a dark sky

alternative
• Pre-wired luminaire (cable added to luminaire to reduce installation costs)
• Tool-free opening and maintenace
• Simple, harmonious installation on top of a pole
• Airy design
• Possibility of mixing yoke/fixture colors
• Very low light pollution
• IP 68 VENT. Waterproof vent system, allowing air flow

Technical characteristics: 
6480 & 6600
Material:
Fixture: Injected cast aluminum
aluminum Protection: Tempered glass 
Protection Shape

Standard: Flat glass

Protection Finish

Standard : Transparent

Optical:
Type: I, II, III, IV, V

Maximum Power:
EVO2 Module:

6480: 48 LED at 700 mA 
6600: 48 LED at 700mA

Mounting:
Top mounted: Ø60 

Depth of insertion: 3.0"

Color Options: 
Standard colors (White, Silver Bronze and 
Black), All RAL colors available upon request. 

Technical characteristics: 
SLIM 6480 & SLIM 6600
Material:
Fixture: Injected cast aluminum
aluminum Protection: Tempered glass 
Protection Shape

Standard: Flat glass

Protection Finish

Standard : Transparent

Optical:
Type: I, II, III, IV, V

Maximum Power:
SLIM 6480: 48 LED at 700mA
SLIM 6600:  80 LED at 700mA

Mounting:
Top mounted: Ø60 

Depth of insertion: 3.0"

Color Options: 
Standard colors (White, Silver Bronze and 
Black), All RAL colors available upon request. 
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DIMENSIONS & TECHNICAL CHARACTERISTICS

Weight .......................................................................................... 16.5

EPA.................................................................................................0.65

Protection index

Optical Unit EVO2.................................................................... IP 66

Electrical Housing ................................................................... IP 66 

Shock resistance.................................................................... IK 08 

Atiléa 6480
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"

Weight .......................................................................................... 18.7

EPA.................................................................................................0.97

Protection index

Optical Unit EVO2.................................................................... IP 66

Electrical Housing ................................................................... IP 66 

Shock resistance.................................................................... IK 08 

Atiléa 6600

Weight .......................................................................................... 15.42

EPA.................................................................................................0.65

Protection index
Electrical Housing ................................................................... IP 66 

Shock resistance.................................................................... IK 08 

Atiléa Slim 6480

Weight .......................................................................................... 28.66

EPA.................................................................................................0.87

Protection index
Electrical Housing ................................................................... IP 66 

Shock resistance.................................................................... IK 08 

Atiléa Slim 6600
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Power and luminous intensity

350 mA 500 mA 700 mA3000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 9321.4 1988 10228.2 2867 10136 3636
32 11634.4 3976 11848.8 5734 10668.9 7271
48 11751 5964 11872.6 8601 107102.3 10907

350 mA 500 mA 700 mA4000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 10021.4 2147 11028.2 3097 10936 3932
32 12534.4 4294 12748.8 6193 11468.9 7863
48 12651 6441 12872.6 9290 115102.3 11795

ATILEA 6600 & 6480 

350 mA 500 mA 700 mA3000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 9321.4 1988 10228.2 2867 10136 3636
32 11634.4 3976 11848.8 5734 10668.9 7271
48 11751 5964 11872.6 8601 107102.3 10907

350 mA 500 mA 700 mA4000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 10021.4 2147 11028.2 3097 10936 3932
32 12534.4 4294 12748.8 6193 11468.9 7863
48 12651 6441 12872.6 9290 115102.3 11795

ATILEA SLIM 6600 & SLIM 6480 

64
80

66
00

64*  11967.1 7952 12095.6 11468 108135.2 14542
80* 11885.5 10095 117123 14425 108175 18957

64
80

66
00

16
32
48

64* 12867.1 8588 13096.5 12387 116135.2 15726
80* 13485.5 11490 127123 15595 117175 20515

*64 and 80 LED only available with Atilea Slim 6600

Pt (W) = Total power consumption including driver 
 consumption Φ Nominal flux (lm)
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Ordering Information

Model Size
#

LED
CCT (K)

Drive Current
(mA) Dist

Line
Mounting

Color

Voltage Fixture

ATI

6480 16 3 – (3000) 35 – (350 mA)

T2

1-(120-277) TP – (Top Mounted) BLK – (Black)

6600 32 4 – (4000) 50 – (500 mA) 3-(347-480) BRZ – (Bronze)

48 70 – (700 mA) T3 SLV – (Silver)

Custom WHT – (White)T4
(RAL #)T5

Custom orders available upon request

T1

S-6480

S-6600 64*
80*

*64 and 80 LED only available with Atilea Slim 6600S-(SLIM)
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