
CIRKOLYRE

• Thin aerial design

•  White screen-printed tempered

glass

•  Prewired
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 Regulation specific to France: Decree of 27/12/2018 relating to the prevention, 

reduction and limitation of light nuisance: product configuration to be defined 

according to the nature of the project.

Information subject to change without notice: Last updated 03/12/2021

https://ragni-lighting.com/


CIRKO LYRE is an ambiance luminaire with a harmonious design. Consisting of a circular body 
decorated with relief patterns and placed on curved and twisted arms. CIRKO LYRE offers both ambient 
and residential lighting. Compatible with Zhaga standards, it is IP66 and its impact energy corresponds to 
index IK08. 

www.ragni- l ight ing.com
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CIRKO
LYRE

 LUMINAIRE’S 
SPECIFICATIONS

• Prewired

•IP66 vent

•Cable gland • White screen-printed
tempered glass

 Conformities

IEC/EN 60598-1 / IEC/EN 60598-2-3 / NF EN 60529 / NF EN 62262 / IEC/EN 55015 / IEC/EN 61547 / IEC/EN 61000-3.2 / IEC/EN 61000-3.3 / IEC/EN 62493 / IEC/EN 62031 / IEC/EN 62471 / IEC/EN 
61347-1 / IEC/EN 61347-2-13 / NF EN 13201-3 / NF EN 13201-4 / EN 13032-1+A1 & prEn 13032-4 / LM79 / NF EN 12981

 All informations are subject to change without notice. Last update 03/12/2021

Luminaire designed in compliance with the environmental criteria of energy efficiency, recyclable and interoperability. 
As a member of the Zhaga community, Ragni integrates electronic elements in this product conforming to the Zhaga standard, which 
ensures its scalability. 
Member of the Global Compact since 2018, Ragni is committed to wor-king towards the 17 Sustainable Development Goals (SDG 11, 12, 
13, 15).
Luminaire guaranteed free of hazardous substances.
Luminaire eligible for the energy savings certificate. 
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Electric class  I and II

Protection index (Optical unit) IP66

Shock resistance (Optical unit) IK08

Materials  -   Protection Tempered glass
Operating temperature: -77°F to +95°F (up to +50° under conditions).

 Ecodesign

OPTICAL UNIT & CONTROL GEAR SPECIFICATIONS

8 to 48 LED PCB - From 970 to 13800 lm (see attached Cirko Yoke datasheet for 
details on power, light intensity and available photometries)
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Weight (Ibs) 17.64

EPA (ft2) 0.75

 Protection index (Electrical housing) IP66

Shock resistance (Body) IK10

 Materials  -  Body and yoke Aluminium

Dimensions (in)

OPTIONS
Over/under voltage protection
Surge protector 
Possibility of lighting management (control, automatic lowering of intensity etc.)
Presence detector
NTC sensor
Photocell

All informations are subject to change without notice.
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350 mA 500 mA 700 mA3000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 8621 1988 9428 2652 9336 3363

32 10734 3976 10949 5304 9869 6725

350 mA 500 mA 700 mA4000K

Number of LEDs (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm) (lm/W)Pt (W) Φ (lm)

16 9321 1987 10228 2864 10136 3636

32 11734 3971 11749 5728 10669 7271

Pt (W)= Total power consumption including driver consumption
 Φ Nominal flux (lm) 

Ordering Information

Fixture # LED CCT (K)
Drive

Current
Distribution

Line Mounting
Voltage

16 3 – (3000) 35 – (350) TP- (Top Mounted)
4 – (4000) 50 – (500)

70 – (700)

C - (Custom)

T2
T3
T4

32

Powers & Luminous Intensities

CIRLY

All information is subject to change without notice. Last Updated: 02/17/2021

Color

BLK – (Black)

BRZ – (Bronze)
SLV – (Silver)

WHT – (White)

(RAL #)

Color

CIRKO
LYRE

T5

48 51 5964 117 73 8601 118 102 10907 107

48 12651 6441 12873 9290 115102 11795

48

1-(120-277V)
3-(347-480V)
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